
 

 

òFor tools that really work ò. 

ñMiraCloneò 

 

 

Another quality tool  

Supplied by  

www.lockdecoders.com.  

Enquiries@lockdecoders.com  

Unlocking transponder technology for the Autolocksmith . 
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Thank you for purchasing this tool. We suggest that you fully read 
this instruction manual and familiarise your self with its functions 
and uses. Please take careful note of the software installation.  
 
 
 

Please make sure that you install the software be -
fore plugging the MiraClone into your laptop.  
 
We would also suggest that you use a quality EEprom and 

micro -processor reader and programmer.  

 

You can purchase such a device from us. We sell the  

CodeX IC and EEprom Programmer. This can be bought 

through our online shop at www.lockdecoders.com.  
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1. The hand held diagnostic tool is an electronic piece of  
equipment, and should not be exposed to excessive sunlight,  
high temperatures or immersed in liquids.  
2. Keep the unit in a clean environment.  

3. Observe normal health and safety precautions when using this  
equipment.  
4. Incorrect connections may damage sensitive electronic devices  
fitted to the product and the immobiliser.  
5. Observe normal anti static handling procedures when using  

this device or handling electronic components.  
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Most Advanced Copying  

and Eeprom 

Programming Device 
 
 

The professional duplicating machine, MiraClone, has been designed and built to keep 
pace with the constant evolution of transponder car keys.  
 

The MiraClone key duplicator features the most innovative electronic components in 
the field of radio frequencies thus allowing easy detection, reading and cloning 

(duplication) of fixed code transponders and identification of cryptographic transponder 
codes.  
 

The MiraClone can either be used as a stand alone tool or with PC software which  
increases its ease of use.  

 
Major features include the ability for copying of Crypto 42, Texas 4C and 4D and 46  
transponders.  

 
The MiraClone has been developed to cater for future developments with the ever  

expanding technology of transponders within Automotive vehicle systems.  
 
The MiraClone offers complete flexibility. Once the main unit is purchased the  

functionality can be expanded by adding additional software.  
 

,  The MiraClone is the machine of the future for transponder technology for the  
professional locksmiths.  
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BASIC VERSION:  
 
Å id transponders 
Å id ID46, ID48, TPX2, 8E (open/close) 
Å id Philips Crypto II ID46 according to OE numbers 
Å id transponders in Smart keys(Toyota/Lexus) 
Å copy fixed code transponders (11, 12, 13, 21, 23, 33, 73, 4C) 
Å copy Philips Crypto ID40 Unlocked (Opel, Suzuki) 
Å copy Philips Crypto ID42 (Ford, Seat, Volkswagen) 
Å copy Texas 4C with a use of EH2, TK23, TK24 , TPX1 
Å copy Texas 4D (60, 61, 62, 63, 64, 65, 66, 67, 68, 69, 70) with a use of 
EH2 (online/offline)  
Å copy Texas Crypto II 6F with a use of EH2 
Å copy access cards and keyrings 
Å unlock Megamos ID48 CR2 
Å unlock ID46 Chrysler, Dodge, Honda, Hyundai, Jeep, Kia 
Å generate fixed code transponders 
Å generate transponders for Mercedes C, E, G 1996-2002 (ready for use)  
Å manual writing of transponders (device and PC) 
Å archive for transponders (fixed and crypto) 
Å online update of software and firmware 
Å manual programming procedures (cars and motorcycles) 
Å key catalogue 
Å transponder info 
 



 

 

MiraClone  -  FEATURES  
 

 

BASIC VERSION:  
 

Å PIN code calculation ID33 (Renault) 
Å PIN code calculation ID46 (Kia/ HYUNDAI) 
Å PIN code calculation on the VIN basis (KIA/ HYUNDAI) 
Å charge battery in EML keys (only BMW Cas) 
Å Polish, English, Czech, Russian languages 

 

Package I:  
 
Å copy transponders Texas Crypto 4D (60, 61, 62, 63, 64, 65, 66, 67, 
68, 69, 70) with a use of  TPX2(online/offline with use of  TPX module or 
via PC encryptions)  
 
 
Package II:  
 
Å generate transponders with use of immo dump 
Å generate transponders with use of immo bytes (3,4 or 5 bytes) 
Å generate remotes with use of immo dump 
Å add transponders to immo 
Å add OE keys to immo 
Å add cards (Renault) to immo 
Å generate PIN code with use of immo dump 
Å precode transponders with use of immo eg. Fiat 
Å automatic id of immo 
Å editor of immo dump 
Å archive of immo dumps 
Å localization of immo modules 
Å pictures of immo modules 
Å pictures of PCBõs 
Å catalogue of Motorola masks 
Å specialized transponder calculators 
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Package III:  
 
Å copy transponders Philips Crypto (41 Nissan, 42 Ford, 42 Volks-
wagen, 42 Seat, 44 Ford, 44 Volkswagen,  
44 Seat, 44 Mitsubishi, 45 Peugeot)  
¶ PIN code  
When using package 3 Philips Multi Crypto cloning you will need to purchase a 
special transponder Pre -Code 44 transponder ( Part number MIR 002) either 

from us or from your distributor.  

 
 
Package IV:  
 
Å generate transponders Philips Crypto 40 GM, 41 Nissan, 42, Ford, 42 
Vag, 44 Ford,44 Vag,  
45 Peugeot,  
Å generate transponders Philips Crypto II - more then 200 vehicles  
Å generate transponders Texas Crypto 4D (61, 62, 63, 64, 65, 66, 67, 
68, 69, 70)  
Å generate transponders for Abritus devices (Mercedes ML/BMW) 
Å generate transponders Philips Crypto II (microchip transponders) 
Å generate transponders Philips Crypto II (microchip transponders in 
cards)  
Å manual for remote synchronising - Europa  
Å manual for remote synchronising - USA 
¶ locations of  diagnostic sockets  
¶ ID45 (Peugeot)  
 
Package V:  
 
copying of  transponders Philips Crypto II ID46 (1998 -2009 +): Abarth, 
Acura, Alfa Romeo, Buick,  
Cadillac, Chevrolet, Chrysler, Citroen, Dacia, Dodge, Fiat, Ford, GM, 
Honda, Honda Motor, Hummer,  
Hyundai, Isuzu, Infiniti, Jeep, Iveco, Kia, Lancia, Land Rover, Mitsubi-
shi, Nissan, Opel, Peugeot, Pontiac,  
Renault, Saturn, Suzuki, Vauxhall - using TK60 or TPX3  
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Settings Menu  
 
Layout of the MiraClone base unit.  
Left, right, up and down buttons for left and right handed people.  

Transponder antennae.  
 

 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 

 
 

Short cut buttons. LCD screen. Your function buttons.  
Insert a key or a transponder in the Transponder antennae and press the read 

button. It will now come up and tell you what to do. Follow the on -screen    
instructions carefully.  

 
This is the back of the device.  

9 pin port for use with the TPX and TPH cloners. Power switch.  
 

Usb connecter to pc.     240/12v power connector.  
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Settings Menu  
 
For your software you will need to go to the following link for new users.  
 

 

And then select the PC Software button under MiraClone. Download the soft-
ware and run the install.  
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Settings Menu  
 

 

Select finish. You are now ready to 
use the software. Next you will need   

to run the USB driver and this can be 
found by going to  

ñStart > All Programs >MiraClone >      

Drivers >  and select the  
 

 

 
 

Once the driver has been installed then you can now plug the device to your 
computer. A dialogue button will come up in the bottom right corner of the 

desktop. Follow the instructions for loading the device to the correct driver. It 
will also tell you what com port it is loaded to.  

 
 

 

11  



 

 

Settings Menu  
 
This is what you will see in the settings menu. You can tell the version of PC 
software, the com port and info about your hardware. Now choose how you 

want to do your cloning. For 4D then select one of the 3 ways here. This al-

lows either internet based, TPX cloner or via the encryption on your pc. Then 
select for 46 cloning whether it is internet based or via the TPH cloner. Now 

select the correct com port here and do a ñTransmission testò and the hard-
ware version and serial number will come up.  
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Settings Menu  
 
Go here to check for the latest update. If you do not have the latest version 
then it will download the latest update and install it for you.  

 
 

 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 

 
 

If you have the latest update then you will get a message like this. or like this  
 

 
 

 
 

 
 

 
 

 
 

 

You can download and reload the software if there is a bug by selecting ñYesò. 
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Settings Menu  
 
This gives you the progress bar.  

 

 
 

 
 

 
 

 
 

 
Now go to the link where you have saved the software and run it.  
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Settings Menu  
 

 

Select finish. You are now running the 
latest software.  
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Settings Menu  
 
 
Now go and load the pc program and go to the Settings menu.  

To go to Loader mode to update the Firmware to the latest version or to back  

date it. Switch off the device here,  and then press and hold the enter button  

On the key pad.  
While holding the Enter button, switch the device back 

on. It will now go to Loader mode.  
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Settings Menu  
 
 
Now do a Loader test. You will now see the Loader version and serial number.  

Now update to the latest firmware here.  
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