
 

 

òFor tools that really work ò. 

 

Omega Manual . 

Another quality tool  

Supplied by  

www.lockdecoders.com.  

 

 

 

 

 

 

 

 

 

Enquiries@lockdecoders.com  

Unlocking transponder technology for the Autolocksmith . 



 

 

Thank you for purchasing this tool. We suggest that you fully read 
this instruction manual and familiarise your self with its functions 
and uses. Please take careful note of the software installation.  
 
 

Please make sure that you install the software be-
fore plugging the Omega in to your laptop.  

 
 
 

We sell the Omega IC and EEprom Programmer. This can 

be bought through our online shop at www.lockdecoders -

shop.com.  
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Omega -  PRECAUTIONS  
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1. This tool  is an electronic piece  of equipment, and should not be 
 exposed to excessive sunlight,  high temperatures or  immersed in 
liquids.  
 
2. Keep the unit in a clean environment.  

 
3. Observe normal health and safety precautions when using this        
 equipment.  
 
4.  Incorrect connections may damage sensitive electronic devices  
 fitted to the product . 
 
5.  Observe normal anti static handling procedures when using 

 this device or handling electronic components.  
 
6.    Make sure you read the instructions carefully and follow these      
  precisely  
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This is the standard kit. The pro kit has extra boards and clips.  
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Part numbers for the standard kit.                 Part numbers for the Pro kit.  

 

 

 

OMS 001                                                  Power Supply 

OMS 002                                                  Pair 3 Leads 

OMS 013                                                   Omega Base Unit 

OMS 014                     MTRK Main Board 

OMS 015                                                    Nissan Nats Main Board 

OMS 016                                                    TMS Main Board 

OMS 017                                                    Orange SE Board 

OMS 020                                                     05B/XX Adaptor 

OMS 022                                                    HC11 Adaptor  

OMS 023                                                    705E6 Adaptor 

OMS 024                                                    AZ60 Adaptor 

OMS 025                                                    QFP64/44 Adaptor 

OMS 028                                                     HC05 Grey In-Circuit Lead 

OMS 030                                                    TMS370X36X 

OMS 031                                                   TMS370X2X 

OMS 037                                                     EWS OD46J In-Circuit Lead    

OMS 001                                                  Power Supply 

OMS 002                                                  Pair 3 Leads 

OMS 007                                                    Soic Overhead test Lead 

OMS 008                                                   DIP Overhead Test Lead 

OMS 013                                                   Omega Base Unit 

OMS 014                     MTRK Main Board 

OMS 015                                                    Nissan Nats Main Board 

OMS 016                                                    TMS Main Board 

OMS 017                                                    Orange SE Board 

OMS 018                                                     912Dxx Adaptor 

OMS 019                                                      9S12 Adaptor 

OMS 020                                                     05B/XX Adaptor 

OMS 022                                                    HC11 Adaptor  

OMS 023                                                    705E6 Adaptor 

OMS 024                                                    AZ60 Adaptor 

OMS 025                                                    QFP64/44 Adaptor 

OMS 026                                                     93XX-14 Soic Adaptor 

OMS 027                                                     SOIC8/DIP8 Expert Adaptor 

OMS 028                                                     HC05 Grey In-Circuit Lead 

OMS 029                                                      SSOP Adaptor 

OMS 030                                                    TMS370X36X 

OMS 031                                                   TMS370X2X 

OMS 036                                                     TMS374C003A 

OMS 037                                                     EWS OD46J In-Circuit Lead   
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Omega  
PC SOFTWARE  
INSTALLATION  

 

Downloading Software  

Unpacking software  
Features  

Registry entry  
Mask Location  

General instructions  
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Omega  -  SOFTWARE INSTALLATION  

The Omega is supplied with the latest software available at the time.  

However it is recommended that you check for updates regularly.  
 

If you have purchased any additional software modules, you will also need to 
update your software and base unit to activate this software.  

 
First step is to install the  program. Do not connect the Omega base unit  until 

instructed.  
 

Procedure  
A. Visit www.downloads - lockdecoders.com/your base number 

here.zip  
 

So for example if your base number is 4A52, then you go to  
www.downloads - lockdecoders.com/4A52.zip  

Please remember to put the link in the top box as indicated and not in the 

search bar.  
 

 

 
It will now ask you to ñSave or Runò the .exe. We suggest you save it to 

my documents. Next you will need to unzip this folder in the file in my 
documents.  
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Omega  -  SOFTWARE INSTALLATION  

You will see two parts to this folder. The first is Ommtrk which is for all  

Microprocessors. The next is Omorange which is for all Eeproms. This will 
also tell you what versions you have.  

 
 

 
 

 
 

 
 

 
So now go into the Ommtrk folder and this an example of what you should 

see.  
 

 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 

 
 

 
 

Right click with your mouse over the Mtrk.exe symbol and send this short-
cut to your desktop. Next you will need to go to the Doc folder and double 

click on this. In the picture below, this is what you should see.  
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Omega  -  SOFTWARE INSTALLATION  

Hold the mouse over the ñmasks.txtò and right click and send to the desk-

top.  
 

 
 

 
 

 
 

 
 

 
 

 
 

 

Next is to double click with the mouse over the ñxplpt.regò and install the 
program to the registry.  

 
 

 
 

 
 

 
 

 
 

 
 

 

 
 

 
 

 
 

 
Now run the program on your pc from the desktop. If you have Vista then 

you will need to right click with the mouse and ñRun as Administratorò. 
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Omega  -  SOFTWARE INSTALLATION  

Go to the ñOptions buttonò > ñHardwareò and select the right ñLPTò port 

and choose ñBi-directional.  

 

 
 

 

 
 

 
 

 
 

 
The MTRK program is now installed and ready to be used.  
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Omega  -  SOFTWARE INSTALLATION  

Now we will do the Omorange.  

 
 

 
 

 
 

 
 

 
Now do exactly what you did with the MTRK.  

 
 

 
 

 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 

 
 

 
So go and right click on the Orange.exe and send the shortcut to the  

Desktop. Then go to doc and run xplt.reg icon as you did before.  
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Omega  -  SOFTWARE INSTALLATION  

Now run the Orange.exe on your desktop. And go to Tools and Hardware.  

Select the right LPT port and Bi -directional and ñTestò.  

This means that you can now use the Orange program.  
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     Auto Baude detect rate. Most processors are read at a certain Baude speed. This is 

set at a 7100 which is a default in the program. Some processors use a different speed that they 

run at and need to be changed to the correct speed. So go to  ñDeviceò and then ñAutoBaude 

detect rateò and the program will test and tell you the speed that it has detected is correct. It will 

ask you if you want to set this as ñDefaultò. Answer yes and now try to read the processor. This 

speed is set until you change to a new processor. 

As if you do not do this then will get the following error. 

.ò No Mcu echoò 
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So go and read here and a diagnostic box will come up this message. This tells you what the processor is and what 

to use for the reading. 

This is the key logic 


